
Vinyl Bull Nose Corner Bead provides a 3/4” radius with 
similar damage resistant qualities as that of metal bull nose corner bead. 
This vinyl bead offers the added advantages of being rust proof, light-
weight and easy to install. 10’ standard length.

Items are assembled after order is placed and require additional lead time.
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Stucco Corner Beads
Leg “A”

Vinyl Corner Bead reinforces exterior stucco corners with durable, 
straight and rust-free vinyl corners. The addition of stiffener ribs and slotted 
nailing holes makes these products easy and quick to install level and 
straight. 10’ standard length; also available in 7', 8' and 12' lengths.

Vinyl Arched Corner Bead offers the same quality and 
performance as our other fine corner bead products with the added 
benefit that it comes pre-notched to curve to most construction radi-
uses. 10’ standard length.

	 Product No.	 Ground	 Leg Dimensions	 Box Count

	 AMX-1-Arch	 Any	 2½” x 2½”	 50

	 AMX-2-Arch	 Any	 2 3/4” x 2 3/4”	 40

Leg 
“B”

Leg “A”

AMX-1 
(Equal Leg)

AMX-1-IR 
(Unequal Leg)

AMX1 
Arch

NOTE: All joints should be embedded in sealant and sealed after installation if necessary.

	 Product No.	 Ground	 Leg Dimensions	 Box Count

	 AMX-1-BN	 Any	 2½” x 2½”	 20

	 AMX-2-BN	 Any	 2 3/4” x 2 3/4”	 20

AMX1 
Bull Nose

	 Product No.	 Description	 Leg “A”	 Leg “B”	 Box Count

	 AMX-1	 Equal Leg	 2½”	 2½”	 50

	 AMX-1-WF	 Equal Leg	 4”	 4”	 30

	 AMX-1-X	 Equal Leg	 1½”	 1½”	 50

	 AMX-1-IR	 Unequal Leg	 2½”	 1½”	 50

	 AMX-2	 Equal Leg	 2 3/4”	 2 3/4”	 40

	 AMX-2-IR	 Unequal Leg	 2 3/4”	 1½”	 40
Leg 
“B”

Leg


