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	PRO-TWIST™ CONSTRUCTION FASTENERS

CERTIFICATION / MSDS


	PrimeSource Building Products, Inc. certifies that all screw fasteners sold under the brand name of Pro-Twist™ are tested in accordance with and meet all criteria in ICBO ES AC 118 "Acceptance Criteria for Tapping Screw Fasteners."

	A. Pro-Twist™ brand screws are manufactured only at ISO 9002 approved mills.

B. ICBO ES AC 118 references and specifies the following documents:

1. ANSI/ASME B 18.6.4

2. SAEJ78

3. ASTM A370

4. ASTM B117

5. ASTM C954

6. ASTM C1002

7. AISI Test Methods for Mechanically Fastened Cold-Formed

8. Steel Connections (CF-92-1), February 1992

C. Twist™ zinc plated screws conform to ASTM F1491-00, as tested in accordance with           ASTM B117 Pro

D. Pro-Twist™ brand sharp point screws meet or exceed ASTM C1002 requirements for corrosion resistance and performance.

E. Pro-Twist™ brand self-drilling screws are covered under ICBO ES Report #5454.

F. Pro-Twist™ brand self-drilling screws meet or exceed ASTM C-954 requirements for corrosion resistance and performance.

G. Pro-Twist™ brand screws conform to Industrial Fasteners Institute (IFI) specifications for tapping screws published in 1988, Sixth Edition, Section H, and Pages H-1 through H-78.

All products manufactured for PrimeSource Building Products, Inc. are of a non-chemically hazardous nature.
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