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Issued to: 3M COMPANY 

3M CENTER 
SAINT PAUL, MN 55144 USA 

  

This is to certify that

representative samples of

 Fill, Void or Cavity Materials 
Fill, Void or Cavity Materials Certified for Canada 
 

  

 Have been investigated by UL in accordance with the 
Standard(s) indicated on this Certificate. 

  

Standard(s) for Safety: ANSI/UL 2079, "Tests for Fire Resistance of Building Joint 
Systems." 
CAN/ULC-S115 (1995), "Standard Method of Fire Tests of 
Firestop Systems." 

Additional Information: See the UL Online Certifications Directory at 
www.ul.com/database for additional information 

 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
Look for the UL Certification Mark on the product. 
 
 
3M Fire and Water Barrier Tape (FWBT) for use in Joint System Nos. FF-D-0014,  
FF-D-1042, FW-D-0011, HW-D-0118, HW-D-0376, HW-D-0447, HW-D-0478, HW-D-0479, 
HW-D-0552, HW-D-0604, HW-D-1010, HW-D-1020, HW-D-1059, HW-D-1079, HW-D-1080. 
 
 


