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Gardendrain products do not meet the definition given in 29 CFR Part 1910.1200 for hazardous material.  Composition is 
not required.

Overview:  Based upon pertinent data available, Gardendrain products, systems and components are considered 
"articles" and are not hazardous under OSHA Hazard Communication Standard (29 CFR 1910.1200). 
GHS Label Elements: Not Required
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The information contained herein is believed by American Hydrotech, Inc. to be accurate and is offered solely for the customers consideration, investigation, 
and verification. Determination of suitability for use is the responsibility of the user. Hydrotech's Limitations, Limited Warranty, & Disclaimer along with 
Standard Terms and Conditions apply. See www.hydrotechusa.com for more information. Limitations: Gardendrain GR10 and GR25 is resistant to chemicals 
in normal soil and growing media environments however some reagents may affect the performance of Gardendrain GR10 and GR25 A Hydrotech 
representative should be contacted for further information to determine the suitability of the use of Gardendrain GR10 and GR25 in unusual soil or growing 
media environments. Gardendrain GR10 and GR25 should be limited to its exposure to ultraviolet sunlight. Gardendrain GR10 and GR25 should be 
backfilled or covered within seven (7) days of installation. Disclaimer: all information, drawings and specifications are based on the latest published 
information at the time of printing. Hydrotech reserves the right to make changes due to manufacturing improvements in engineering at any time. All physical 
properties are minimum average roll values (MARV). Standard variations of 10% in mechanical properties and 15% in hydraulic properties are normal. 
 


