
Overview   
Carlisle’s Cold Applied Adhesive is a solvent-free, asphalt-modifi ed
polyether adhesive. This adhesive can be used with all Sure-Seal®

or Sure-Weld® AFX membranes as a one-sided, wet lay-in adhesive.
Cold Applied Adhesive can be used to lay-in Carlisle base sheets and
is approved for direct application to the following insulations:  Carlisle 
Polyisocyanurate, SecurShield™, SecurShield HD, HP Recovery Board, 
DensDeck®, DensDeck Prime™ and Securock®. It is also approved 
for direct application to the following deck types:  wood, cellular or
perlite lightweight concrete, gypsum and structural concrete. Cold
Applied Adhesive is also approved with existing smooth BUR, mineral-
surface cap sheets or SBS modifi ed bitumen in conjunction with the
use of a power washer.

Features and Benefits

• Low VOC and low odor

• Safe installation for occupied buildings

• Direct application to sensitive materials such as EPS insulation or 
wood fi ber recovery board

• No torches or kettles required

• OSHA®-compliant

Characteristics
Base Asphalt-modifi ed polyether

Color Dark brown to black

Solids 100%

Average Net Weight 11.1 lbs/gal

Packaging 5-gallon pail

Shelf Life 9 months when stored below 90˚F (32˚C)

Coverage Rates

Coverage rate is 67 square feet (6.2 sq m), or 26 mils, per gallon for
smooth surfaces and 50 square feet (4.6 sq m), or 32 mils, for uneven 
or semi-absorbent surfaces when applied to one substrate for wet lay-in 
with AFX membranes.

Based on averages. Actual coverage rates may vary due to conditions 
such as substrate type, surface temperature, air temperature, adhesive 
temperature and application method.

Application 

1. The surface on or against which adhesive is to be applied, shall 
be clean, smooth, dry, and free of fi ns, sharp edges, loose and
foreign materials, oil and grease. Depressions greater than ¼" 
(6 mm) shall be feathered using epoxy, mortar or other approved
patching material. All sharp projections should be removed by
scraping, sweeping, blowing, vacuum cleaning, etc. 

2. Substrates shall be power washed to remove accumulated dirt. 
Cut back primer should not be used for preparing substrate.

3. Application methods: 
a)  Squeegee – Apply adhesive to the substrate in a bead or    
     serpentine pattern. Using a fl at-blade squeegee, spread
     adhesive to acquire specifi ed coverage rates.
b)  Roller – Using a medium nap roller, apply Cold Applied
     adhesive to substrate to acquire specifi ed coverage rates. 
c)  The SuperSpreader (Carlisle Cold Applied Edition from Roof
     Top Equipment) – Follow the manufacturer's safety and  
     use procedures. When using a spreader to apply Cold Applied  
     Adhesive, squeegee or back-roll adhesive to obtain proper
     coverage.

Hot Weather Application Tips:
a)  Store material out of direct sunlight.
b)  Take extra care not to exceed recommended coverage rates.
c)  Broom-install membrane rather than rolling when ambient 
     temperatures exceed 75°F (24°C) to prevent fl eece saturation.
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Cold Applied Adhesive

Typical Properties and Characteristics

Specifi cation Limits

Test

Methods

Test

Conditions

Min. Max.

Specifi c Gravity Density Cup 23˚ ± 2˚C 11.1 lbs/gal 11.5 lbs/gal

Viscosity Brookfi eld
T-bar spindle

23˚ ± 2˚C 20,000 cP 35,000 cP

Tack-free Time ASTM C0679 23˚ ± 2˚C 60 minutes 160 minutes

Low-temp. Flex ASTM D816 -10˚F Pass

Shrinkage Vendor method 14-day cure 
@ 23˚ ± 2˚C

No
measurable
shrinkage

* General properties. Typical properties and characteristics are based 
on samples tested and are not guaranteed for all samples of this 
product. This data and information is intended as a guide and does 
not refl ect the specifi cation or specifi cation range for any particular 
property of this product.

** Review current Carlisle Specifi cations and Details for specifi c 
application requirements.

Field Sheets   
Coat the substrate with Cold Applied Adhesive and roll AFX membrane
into the wet adhesive. If adhesive has become tack-free, recoat 
with additional adhesive. Broom or roll with a maximum 2.5–5.0
lb/inch weighted roller to achieve maximum contact (a 30" roller 
should weigh no more than 75 lbs). Avoid excessive rolling of the 
membrane. Rolling once or twice is suffi cient. Use of a weighted
roller is not allowed when installing Cold Applied Adhesive over an
existing smooth-surface asphalt roof or when temperatures exceed
75°F (74°C).  Brooming the sheet is required in this situation to avoid 
saturating the AFX fl eece. All adhesive residues in the splice area must 
be removed before splicing.   

Vertical Walls 

1. Perimeter and angle change securement is required. Review
current Carlisle Specifi cations and Details for specifi c application 
requirements.

2. Coat the AFX fl eece backing with 90-8-30A, Low-VOC or Aqua
Base 120 bonding adhesive and allow to dry. Apply a standard
coat of adhesive to the wall and a second coat to the fl eece
backing and allow to dry. Mate the membrane with the adhesive-
coated wall while avoiding wrinkles. Immediately broom the 
bonded portion of the sheet with a soft-bristle push-broom to 
achieve maximum contact. Standard non-fl eece membrane may
be used for walls and curbs.  

The product is approved for use by Carlisle authorized

roofi ng applicators only and is for use in Carlisle roofi ng and 

waterproofi ng installations.

Precautions 

1. Review the applicable Material Safety Data Sheet for complete
safety information prior to use. 

2. Keep container closed when not in use.

3. If swallowed, DO NOT INDUCE VOMITING. Call a physician 
immediately. 

4. Avoid contact with eyes. Safety glasses or goggles are 
recommended. If splashed in eyes, immediately fl ush eyes with 
plenty of water for at least 15 minutes. Contact a physician 
immediately. 

5. Avoid contact with skin. Wash hands thoroughly after handling.  
In case of contact with skin, thoroughly wash affected area with
soap and water. 

6. Jobsite storage temperatures in excess of 90°F (32°C) will affect
product shelf life and will reduce the viscosity of the adhesive, 
increasing the potential for fl eece saturation. Store Cold Applied
Adhesive out of direct sunlight when temperatures exceed 90°F
(32°C).

7. Do not store below 40°F (4°C). The adhesive must be greater than 
70°F (21°C) before it is applied.

8. Do not thin Cold Applied Adhesive.

9. Carlisle’s Cold Applied Adhesive is to be applied when the ambient 
temperature is 40°F (4°C) and rising. Do not apply if ambient 
temperature will drop below 30°F (-1°C) within 8 hours.

10. Opened containers of adhesive should be used within 2-3
weeks. The adhesive will form a thick surface skin once opened. 
Adhesive can be used once the layer of skin is removed.

11. KEEP OUT OF THE REACH OF CHILDREN. 

LEED® Info
Pre-consumer Recycled Content 0%

Post-consumer Recycled Content 0%

VOC Content 32 grams/liter

Manufacturing Location Kalamazoo, MI

COLD APPLIED ADHESIVE 
CARLISLE’S



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


