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E X P E R I E N C E  T H E  C A R L I S L E  D I F F E R E N C E

Aluminum Drain Box

Overview

Carlisle’s Aluminum Drain Box is manufactured from .125 gauge aluminum 

and is available in standard heights of 4", 8" and 12". Carlisle’s Aluminum 

Drain Box is designed with slots to facilitate maximum drainage and features 

a removable lid to easily access roof drains for maintenance and inspections. 

Also available in stainless steel, custom heights and anodized colors. 

Features and Benefi ts

» Allows maximum drainage

» Available in 4", 8" and 12" heights

» Will not rust or corrode

» Extremely durable

Installation

Carlisle’s Aluminum Drain Box shall be loose laid over the protection 

fabric or sacrifi cial sheet of membrane. The Drain Box is held in place 

with the weight of the approved ballast material.

Review Carlisle specifi cations and details for complete installation 

information.

LEED® Information

Pre-consumer Recycled Content 24% Min.

Post-consumer Recycled Content 3% Min.

Manufacturing Location Ashville, NC
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Typical Properties and Characteristics

Height
Inside 

Dimensions

Outside Dimensions 

(Flange to Flange)
Use For

4" 11.5" x 11.5" 18" x 18" Shallow to Medium 

Roof Garden 

Assemblies

8" 11.5" x 11.5" 18" x 18" Medium to Deep 

Roof Garden 

Assemblies

12" 11.5" x 11.5" 18" x 18" Deep Roof Garden 

Assemblies

Typical properties and characteristics are based on samples tested and are not guaranteed 

for all samples of this product. This data and information is intended as a guide and does not 

refl ect the specifi cation range for any particular property of this product.

**Custom sizes available on request


