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Features & Benefits:

• Vinyl-facedfiberglasspanel.

• ideallysuitedforenvironmentswhereeconomical

installationandlowmaintenanceareprimary

considerations.

• Exceptionalsoundabsorption.

• Handsomelyembossedvinylfacingsaresoil/

odorresistantandwashable,providinganeasily

maintainedsurface.

Applications:

• Offices

• Retail

• Healthcare

• OpenPlanareas

• warehouses

Relative Installed Cost:

$$$$

Versatone
™

Fiberglass Ceilings

LEED 2009: NC, CI, & Schools
LEED 2009  
for Schools
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Edge Detail:

TRIM EDGE

(Square) " Grid15 ⁄16

Attributes:

NOisE

REDUctiON

Product Features at a Glance:

FiNisHEs REsists

saggiNg

wasHaBLE/

scRUBBaBLE

Finishes:
LR=LightReflectance

WHITE ASTRA
ast-1(LR=0.78)

WHITE STIPPLE
stP-1(LR=0.73)

BLACK ASTRA
ast-5(LR=0.03)

WHITE VINTAGE
ViN-1(LR=0.79)

Versatone
™

Fiberglass CeilingsITEM  
NUMBER

NOMINAL SIZE  
(inches)

EDGE DETAIL R-VALUE
NRC  

PERF.*
NRC  

UNPERF.
CAC AC LR

RECYCLED 
CONTENT %

SAFETONE® CLASS A
White Vintage

1532-VIN-1 24x24x5/8 trim 2.7 0.70 0.65 — 180 0.79 41-42

1530-VIN-1 24x48x5/8 trim 2.7 0.70 0.65 — 180 0.79 41-42

White Astra

1532-AST-1 24x24x5/8 trim 2.7 0.70 0.65 — 180 0.78 41-42

1530-AST-1 24x48x5/8 trim 2.7 0.70 0.65 — 180 0.78 41-42

White Stipple

1532-STP-1 24x24x5/8 trim 2.7 0.70 0.65 — 180 0.73 41-42

1530-STP-1 24x48x5/8 trim 2.7 0.70 0.65 — 180 0.73 41-42

Black Astra

1532-AST-5 24x24x5/8 trim 2.7 0.70 0.65 — 180 — 41-42

1530-AST-5 24x48x5/8 trim 2.7 0.70 0.65 — 180 — 41-42

astME1264classification:typeXii,Form1,PatterncE(perforated),E(unperforated)

* Ordering Procedure: toorderperforation,addPtocode.
Example:1532-ViNP-1
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