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o DAYTON Light Forming

" SUPERIOR

A27 and A27M Turnbuckle Form Aligners

Special Attachment Plate
Designed to Attach Turnbuckle
to "Patented"” or "Modular” Type

Nailer Plate for Job
Built Forms

1" Diameter
Coil Thread
Turnbuckle

/ Nail Holes i / /2" x /2" x 20° Angle

A27M Turnbuckle
Form Aligner

A2T Turnbuckle
Form Aligner

Dayton Superior A27 and A27M Turnbuckle Form Aligners are designed to accurately position and plumb vertical forms. The turn-
buckle section of the aligner features a 1" diameter self-cleaning coil thread for fast adjustments. Overall length of the aligner is
37" minimum and 40" maximum, offering 3" of effective adjustment.

The A27 aligner has bent nailing plate equipped with nail holes and a 15/16" hole to accept 3/4" or 7/8" steel stakes. The A27M
aligner has a special attachment plate that allows direct attachment to modular type forms. Both models are rugged units that offer
high reuse and labor savings. The safe working load of the aligners is limited by the lumber, nailing and/or staking methods.
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N h\ To Order:
/ \\ Specify: (1) quantity, (2) name.
, Example:
116 pcs.
J A27 Turnbuckle Form Aligner.

‘\ “Patented” or
! [ "Modular” Type
Forms.

5

28 04/19



