
CONCEALED
JOINT SPLICE, 4"
(102 mm) WIDE

WOOD NAILERS, 5/4" (31.8 mm) x 4" (102 mm) MIN.
SECURED TO DECK

24GA RETAINER
FORMED IN 10'-0" LENGTHS

FLEXSEAL™  CAULK GRADE SEALANT

EVERGUARD® EZ FASCIA LT
FORMED IN 10'-0" (3.05 m) LENGTHS

REINFORCED EVERGUARD® MEMBRANE

2 LAYERS OF ENERGYGUARD™

ROOF INSULATION

FACE
MIN=3-3/4-IN.

MAX=12-3/4-IN.

2-1/4-IN.

3/4-IN.

3/4-IN.

1-3/4-IN.

3-IN.

#14 X 1-1/2-IN. UNIVERSAL FASTENERS,
PROVIDED @ 12-IN. O.C.
FOR ALL FACE SIZES

#14 X 1-1/2-IN. UNIVERSAL FASTENERS,
PROVIDED @ 12-IN. O.C.
FOR FACE SIZES ³ 6 IN. BUT £ 10-IN.

#14 X 1-1/2-IN. UNIVERSAL FASTENERS,
PROVIDED @ 12-IN. O.C.
FOR FACE SIZES > 10 IN.
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SCALE
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THIS DETAIL APPLIES TO:

ALL SYSTEMS

EZ FASCIA LT

232B

SINGLE-PLY: TPO & PVC  

8/17/20

NOTE:

1. PRODUCT TO BE INSTALLED IN STRICT ACCORDANCE WITH GAF PRINTED INSTRUCTIONS.
2. PRE-DRILL WITH 3/16-IN. DRILL BIT FOR MASONRY CONDITIONS.
3. CONTACT GAF FOR APPROPRIATE RECOMMENDATIONS NEEDED TO MEET/EXCEED ANSI/SPRI/FM4435/ES-1
DESIGN CRITERIA.

ANSI/SPRI/FM4435/ES-1 TEST PRESSURES UP TO 150 PSF (HORIZONTAL)
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