
UNREINFORCED PREFABRICATED
EVERGUARD® T-JOINT COVER
PATCH  OR FIELD-FABRICATED
UNREINFORCED T-JOINT PATCH
MIN. 4" (102 mm) DIAMETER

REINFORCED
EVERGUARD® MEMBRANE

     APPLY SECOND T-JOINT
   COVER PATCH OVER
ADJACENT HEAT-WELDED LAP

TRIM EDGE OF OVERLYING
SHEET FOR EASY INSTALL OF
T-JOINT (NOT REQUIRED)

FOR EVERGUARD® FREEDOM™

TPO MEMBRANE, MEMBRANE
SURFACE MUST BE PRIMED
WITH EVERGUARD® TPO PRIMER

FLEXSEAL™ CAULK GRADE SEALANT

ISSUE / REVISION DATEDRAWING #

GAF ● 1 Campus Drive Parsippany, NJ 07054 ● www.gaf.com ● technicalservices@gaf.com ● 800-766-3411

LEGEND

SCALE

N.T.S.

THIS DETAIL APPLIES TO:

ALL SYSTEMS

T-JOINT COVER PATCH

105A

SINGLE-PLY: TPO & PVC
-60 to 80 mil TPO
-80 mil PVC
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NOTE:

1. FOR INSULATION THICKNESS GREATER THAN 8” (203 mm), A COVER BOARD IS REQUIRED ON MECHANICALLY ATTACHED
SYSTEMS ONLY.
2. T-JOINT IS TO BE USED FOR 60-80 MIL TPO AND 80 MIL PVC ONLY.

HEAT-WELDED
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