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THIS DETAIL APPLIES TO:
ADHERED SYSTEMS

BALLASTED SYSTEMS
SELF-ADHERED SYSTEMS

R.T.A. STRIP
- BASE TIE-IN

326C

SINGLE-PLY: TPO
Smooth membranes
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NOTE:

1. THIS DETAIL IS NOT TO BE USED FOR EVERGUARD® PVC MEMBRANES OR MECHANICALLY ATTACHED SYSTEMS.
2. R.T.A. STRIP MAY BE FIELD FABRICATED OUT OF EVERGUARD® FREEDOM MEMBRANE (REMOVE FILM BEFORE INSTALLING
WALL FLASHING SHEET).
3. COMMON FASTENER ANCHORING THE OVERLAP OF THE TWO STRIPS IN THE CORNER.

WOOD NAILER 5/4"
(38.1 mm) x 4" (102
mm) MIN. SECURED
TO DECK (OPTIONAL)

ROOF DECK/SUBSTRATE

MULTIPLE LAYERS OF
ENERGYGUARD™ ROOF
INSULATION

EVERGUARD® BONDING ADHESIVE
-WALL ATTACHMENT OPTIONAL UP TO 30"
(762 mm) FLASHING HEIGHT

EVERGUARD®

R.T.A STRIP

DRILL-TEC™

PLATES &
FASTENERS 12"
(305 mm) O.C.
MAX. 6" O.C. FOR
BALLASTED
SYSTEMS

EVERGUARD® TPO PRIMER APPLIED TO
BOTTOM SIDE OF SMOOTH MEMBRANE
(REMOVE FILM BEFORE MOUNTING
TOGETHER)
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