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Fleece-back Membrane Application:
GAF 2-Part Roofing Adhesive is a polyurethane 
foam insulation adhesive that can also be used  
to adhere TPO, PVC, and KEE fleece-back  
membranes to a variety of substrates including:  
polyisocyanurate insulation boards, DensDeck®

 

Prime Roof Boards, Securock® Brand Gypsum-
Fiber Roof Board, structural concrete, and 
smooth and granulated modified bitumen roof 
decks (re-cover).

Preparation:
All surfaces to be bonded must be clean, dry,  
and free of any debris, and smooth with no  
surface contamination. Broken, delaminated,  
wet, or damaged insulation or cover boards  
must be removed and replaced prior to  
application of GAF 2-Part Roofing Adhesive.

Product Use:
GAF 2-Part Roofing Adhesive is a single-surface 
adhesive. It is spray-applied in a “spatter pat-
tern” onto the roof, insulation, or cover board 
substrate by dispensing the adhesive in a spray 
pattern similar to the action required when 
hand-watering a flower bed. The spatter pattern 
should yield a heavily textured, even coating of 
approximately ¼" to ½" (6.35 mm to 12.7 mm) 
nominal thickness height on the peaks of the 
spattered adhesive. 

*See below for image of suggested spray pattern.

  

The seams of the membrane and the factory 
selvage edge must be protected from overspray 
of the GAF 2-Part Roofing Adhesive. If overspray 
does contaminate the seam area, immediately 
clean the seam area with seam cleaner or  
acetone while the GAF 2-Part Roofing Adhesive 
is still wet.

The bonding range of GAF 2-Part Roofing 
Adhesive is approximately 1–10 minutes from 
start of spraying and will vary according to  
ambient as well as substrate temperature. (Refer
to GAF 2-Part Roofing Adhesive application 
instructions.) The amount of substrate area that 
the GAF 2-Part Roofing Adhesive is applied to 
ahead of the membrane should be monitored to 
prevent dry-laid membrane. Care must be taken,  
particularly in high temperature environments 
(90°F [32.2°C] and above), to ensure the GAF 
2-Part Roofing Adhesive has not dried or  
skinned over prior to embedding the membrane.

Membrane Installation:
Refer to membrane manufacturer’s installation 
instructions for recommended and optional  
installation methods.

Understanding Temperature:
The temperature of the adhesive before use 
should be between 70°– 90°F (21°–32.2°C). 
Temperatures outside this range may affect 
bonding range, dispensability, and performance 
of the product.

The minimum ambient and surface temperature 
should be 40°F (4.4°C) and rising.

Storage and Handling:
The “A” and “B” containers should be stored 
between 45°F– 95°F (7.2°C –35°C). The shelf 
life, at these temperatures, is 18 months  
from the date of production. The product  
temperature prior to application should be 
between 70°F – 90°F (21°C –32.2°C). The  
minimum ambient and surface temperature 
should be 40°F (4.4°C) and rising.

Precautionary Information:
Refer to product label and Safety Data Sheet  
for health and safety information before using 
this product. For additional health and safety 
information, visit gaf.com.

Technical Information:
The technical information, recommendations,  
and other statements contained in this docu-
ment are based upon tests or experience that 
GAF believes are reliable, but the accuracy  
or completeness of such information is not  
guaranteed. 

Product Use:
Many factors beyond the control of GAF  
and uniquely within user’s knowledge and  
control can affect the use and performance of  
a GAF product in a particular application. Given 
the variety of factors that can affect the use  
and performance of a GAF product, user is  
solely responsible for evaluating the GAF  
product and determining whether it is fit for  
a particular purpose and suitable for user’s  
method of application.

Note: 
Fleece-back membrane installation requires  
standard GAF 2-Part Roofing Adhesive.

Winter grade cannot be used on fleece-back  
membranes.

DensDeck® Prime is a registered trademark of Georgia-Pacific. Securock® is a registered trademark of U.S. Gypsum (USG). 
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