For maximum wind
resistance along rakes,

Start at either rake and lay in either direction

— 7~ Continue with full size
- -/ Starter Strip Shingle

install GAF ™ - _~ Place shingle %"
WeatherBlocker™ Starter o - — 24" (6 - 19mm)
Strip or Cement Shinglesto v?\)(\ — -~ = - - over eaves and
underlayment and each = o ~ - rake edges to
other in a 4" (102 mm) — - = -~ . provide drip
width of asphalt plastic N ~ e . edge.
cement. \-\ i ot .

Overlap eaves edge Starter =

Strip at least 3" (76mm)

Trim 20" (508mm) from
end of first shingle.

Nail approximately 175"~ 3" (38 -
76mm) above the butt edge of the
shingle and approximately 1" - 2"
(25 - 51mm) and 10" - 12" (254 -
305mm) in from of each side

NOTE: To prevent sealant from being visible at eave,
GAF WeatherBlocker™Starter Strips must be installed
with sealant locations away from eave edge as shown.
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BRAND SERIES

Weather Blocker™

DETAIL NUMBER

06

WEATHER BLOCKER" STARTER STRIP

Starter Strip SHINGLE INSTALLATION DETAIL
Shingles (For Monaco and Woodland)
eoriz | TS SS-WB6




