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NO-COAT 3/8" BULLNOSE
Description
NO-COAT BULLNOSE corners
offer the strength and durability 
of NO-COAT’s SLAM design 
with a superior aesthetic finish. 

Applications
• 90º outside

corners

Features/Benefits
• Perfect ridgeless radius
• Eliminates transition angles and bead 

ridges for superior aesthetic result
• Will not dent - handles severe impacts
• SLAM corner design ensures strength, 

durability, labor savings and eliminates 
costly callbacks

Product Details
8', 9', 10', 12' stick lengths
(2.4 m, 2.7 m, 3 m, 3.7 m)
50 sticks per box

NO-COAT 3/4" BULLNOSE
Description
NO-COAT BULLNOSE corners
offer the strength and durability 
of NO-COAT’s SLAM design 
with a superior aesthetic finish. 

Applications
• 90º outside

corners

Features/Benefits
• Perfect ridgeless radius
• Eliminates transition angles and bead 

ridges for superior aesthetic result
• Will not dent - handles severe impacts
• SLAM corner design ensures strength, 

durability, labor savings and eliminates 
costly callbacks

Product Details
8', 9', 10', 12' stick lengths
(2.4 m, 2.7 m, 3 m, 3.7 m)
50 sticks per box
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