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SMOKE VENTS 

Meet IBC code  with JL smoke vents.  Equipped with a fusible link for 
automatic operation to exhaust smoke and heat in the event of a fire .  

Roof Opening 
W x L

( L = Hinge Side )

Standard

Smoke Vent

Domed

Smoke Vent

48” x 48” UFV-1 UDFV-1

48” x 72” UFV-2 UDFV-2

48” x 90” UFV-3 UDFV-3

48” x 96” UFV-4 UDFV-4

UDFV SERIES: DOUBLE LEAF DOMED SMOKE VENT

Add more daylight into your building with domed smoke vents.

Curb: 14 gauge galvanized steel curb is 15” high, single wall with 4” 
wide flange including holes for securing to roof deck. 

Cover: 11 gauge aluminum exterior and liner that is hinged on the 
“length” side. 

Gasketing: Continuous, weatherproof bulb neoprene door seal.

Insulation: The cover has 1”  fiberglass insulation, and the curb has 1” 
rigid fiber insulation.

Finish: 2 coats prime coat.

Hardware: Hardware includes heavy-duty aluminum 3/16” pivot 
hinges. Pull handles are provided for exterior or interior manual 
operation.

Spring Operation: Torsion spring drives open the covers automatically. 
Shock absorbers control the speed of the leaves as they open.

Certifications: Sizes listed are UL-listed  for UL 793, and are equipped 
with a UL-listed 165º F fusible link.

Snow Load: Designed to open against 10 psf (49 kg/m²) snow/wind 
load.  

Live Load: Vent assembly rated for 40 psf (195 kg/m²) live load.  

Wind Uplift: Covers will remain closed under 90 psf (438 kg/m²) wind 
uplift force.

Options: R 11.4 polyiso insulation, outer curb liner, McCabe link, 
optional colors, custom sizes, security grille.

UFV SERIES: DOUBLE LEAF STANDARD SMOKE VENT

Curb: 14 gauge galvanized steel curb is 15” high, single wall with 4” 
wide flange includes holes for securing to roof deck. 

Cover: 11 gauge aluminum exterior and liner that is hinged on the 
“length” side. Cover includes a one piece dome (or dual) of either white 
translucent or clear acrylic, in an extruded aluminum frame with a self-
contained sloping condensation and weepage gutter for drainage. 

Gasketing: Continuous, weatherproof bulb neoprene door seal.

Insulation: The curb has 1” rigid fiber insulation.

Finish: 2 coats prime coat.

Hardware:Hardware includes heavy-duty aluminum 3/16” pivot 
hinges.  Pull handles are provided for exterior or interior manual 
operation.

Dome: Clear or white acrylic.

Spring Operations: Torsion spring drives open the covers 
automatically.  Shock absorbers control the speed of the leaves as 
they open.

Snow Load: Designed to open against 10 psf (49 kg/m²) snow/wind 
load. 

Live Load: Vent assembly rated for 40 psf (195 kg/m²) live load.   

Wind Uplift: Covers will remain closed under 90 psf (438 kg/m²) wind 
uplift force.

Options: Dual domes, R 11.4 polyiso insulation, outer curb liner,  
McCabe link, optional colors, custom sizes, security grille.
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