
Mechanically Fastened and 
Fully Adhered Details

RS-8749   10-10 (Replaces 4-10) 

3“ (80 mm) MINIMUM 

SEALANT BY OTHERS (IF REQUIRED; NOT GUARANTEEABLE) 

SURFACE-MOUNTED COUNTERFLASHING (BY OTHERS) 

JM PVC-COATED METAL 

NOTES: 

WEEP TUBE (IF PRESENT) 

JM SINGLE PLY SEALING MASTIC OR CAULK 1” (25 mm) MINIMUM

1. DETAILS TO BE USED IN CONJUNCTION WITH GUIDE SPECIFICATIONS CONTAINING REQUIREMENTS FOR NAILERS, 
INSULATION, ETC.

2. SURFACE-MOUNT FLASHING MUST BE INSTALLED TO HARD, SMOOTH, NON-POROUS SUBSTRATES.

3. DO NOT APPLY JM SINGLE PLY CAULK OVER ASPHALT OR OTHER MATERIALS THAT WILL PREVENT PROPER 
ADHESION.

4. JM PVC-COATED METAL HEIGHTS OVER 24” (600 mm) REQUIRE INTERMEDIATE FASTENING (SEE PW-30).

ACCEPTABLE FASTENER, TERMINATION BAR AND SEALING WASHER 
(12” [300 mm] O.C.)  

ACCEPTABLE FASTENER AND SPACING AS REQUIRED BY SPECIFIER OR 
AS REQUIRED TO MAINTAIN A SEAL TO THE SUBSTRATE 

SURFACE-MOUNTED COUNTERFLASHING (METAL) 

3-06 N.T.S. 
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SCALE 
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1“ (25 mm) 
MINIMUM 

 


