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Phillips ASW clips are attached to the wood or steel framing at vertical 
steel framing stud/wood framing intersection. ASW clips are 2" wide with 
2" x 2-1/2" legs made of .050 Aluminum alloy. 
 

Product Data and Ordering Information 
 

Part Number: ASWCLIP 
Packaging: 500 pieces per carton 
 

All Phillips products are made in the U.S.A. 
 

ASTM and Code Standards 

• UL347 
 

• ICC ES, Inc. Legacy Report  90-26.1 
SDS and other technical information available at www.phillipsmfg.com. 
 

Leed Credits for Recycled Content 
 

MR2 – The steel and vinyl used in Phillips Manufacturing products is 100% recyclable. 
MR4 – Phillips Manufacturing steel and vinyl products have a minimum of: 
 Total recycled content:   30% 
 Post-consumer recycled content: 25% 
 Pre-consumer recycled content:   5% 
 

Storage 
 

Avoid bending or other damage and store in a dry place protected from moisture 
 

Leed v4 for building and Design Construction 

• MR Prerequisite: Construction and Demolition Waste Management Planning. 
• MR Credit: Construction and Demolition Waste Management. 
• MR Credit: Building Product Disclosure and Optimization Sourcing of Raw Materials,  
Option2. 
• MR Credit: Building Product Disclosure and Optimization Environmental Product  
Declaration, Options 1 & 2. 
• MR Credit: Building Product Disclosure and Optimization Material Ingredients, Option 1. 
• MR Credit: Building Life-Cycle Impact Reduction, Option 4 
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