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Drawing not to scale 

Veneer J-Trim Casing Bead finishes edges at door and window jambs by 
slipping over the edge of plaster base.  Fine mini-mesh formed from hot-
dipped galvanized steel for quality keying ensures clean, straight edges 
with veneer plastering.  Versatile product that can be used with both 
drywall compound and veneer plaster. 
 
Product Data and Ordering Information 
 

Material:  .0.012 min thickness, galvanized steel 
Dimensions: 1” leg 
Part Numbers: VJ6HDG 
 

Length Pieces Per 
Carton 

Cartons Per 
Pallet 

Feet Per 
Carton 

10’ 50 63 500 
 

All Phillips products are made in the U.S.A. 
 
ASTM and Code Standards 
 

Phillips J-Trim Casing Beads meet or exceed ASTM C 1047 Standard 
Specification for Accessories for Gypsum Wallboard. 
SDS and other technical information available at www.phillipsmfg.com. 
 
Leed Credits for Recycled Content 
 

MR2 – The steel and vinyl used in Phillips Manufacturing products is 100% recyclable. 
MR4 – Phillips Manufacturing steel and vinyl products have a minimum of: 
 Total recycled content:   30% 
 Post-consumer recycled content: 25% 
 Pre-consumer recycled content:   5% 
 
Storage 
 

Avoid bending or other damage and store in a dry place protected from moisture. 
 


