
SikaLatex® R    
Bonding agent and admixture for 
mortar and concrete  



Latex bonding adhesive and acrylic fortifi er for bonding new concrete to old and improving 
adhesion of concrete or mortar.

+ Advantages 

Typical Data  

SIKA CORPORATION
201 Polito Avenue
Lyndhurst, NJ 07071 
Phone: 800-933-7452 
Fax: 201-933-6225
Toll Free : 800.933.SIKA
usa.sika.com

SIKA CANADA INC.
601 Delmar Avenue 
Pointe Claire
Quebec H9R 4A9 
Phone: 514-697-2610 
Fax: 514-694-2792

SIKA MEXICANA S.A. DE C.V.
Carretera Libre Celaya Km. 8.5 
Fracc. Industrial Balvanera 
Corregidora, Queretaro
C.P. 76920
Phone: 52 442 2385800 
Fax: 52 442 2250537

ISO 9001
Certificate # FM 69711

RC 14001
Certificate # RC 510999

Shelf Life : 2 years  in original unopened packaging 
Storage Conditions : Store dry at 45°-90°F (7°-32°C). Keep from freezing. 
Condition material to 65-75F (18-24C) before using. Protect from freezing. If frozen, 
discard. 
Color : Milky White
Bond Strenght (ASTM C-882)
Slurry, scrub coat  2 parts sand, 1 part cement. SikaLatex R added to produce a  
   creamy consistency.
Plastic Concrete to Hardened Concrete  
28 days   >500 psi   (3.4 MPa) 

No wait time before applying top coat 
Improves resistance to freeze/thaw cycles 
Spray, roll or brush on
Improves adhesion characteristics
Easy to mix and dose
Does not produce a vapor barrier 
USDA approved


