
Sikadur®-72 JNS
FLEXIBLE, ABRASION AND IMPACT-RESISTANT JOINT
NOSING MORTAR
n Fast Setting 
n Flexible
n Excellent bond to asphalt and concrete
n Abrasion and impact resistant 

Available in:
Component A&B Component C
0.5 gal pails                   50lb bag of sand



Sikadur®-72 JNS
FLEXIBLE, ABRASION, AND IMPACT RESISTANT- JOINT NOSE MORTAR

Sika Corporation
201 Polito Avenue
Lyndhurst, NJ 07071
Phone: 201-933-8800
Fax: 201-933-6225

FOR MORE INFORMATION:
Contact Sika: Phone 800.933.SIKA(7452)  Website: www.sikausa.com

ISO 9001
Certificate # FM 69711

RC 14001
Certificate # RC 510999©
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DESCRIPTION
Sikadur 72® JNS is a flexible, abrasion and impact resistant polymer mortar comprised of a two-component, 
100% solids, moisture tolerant epoxy resin binder and silica aggregate. Sikadur 72 JNS is designed for the con-
struction or repair of expansion and construction joints requiring moderate movement capability. 

APPLICATIONS
n Bridges
n Parking decks
n Ramps 
n Roadways
n Warehouses

FEATURES AND BENEFITS
n Packaged in pre-measured units for ease of use
n Moisture-tolerant binder
n Fast-setting for quick turnaround
n Flexibility allows for some substrate movement
n Excellent bond to asphalt & concrete
n No priming required

NEAT
        Mixed Viscosity 2,360 cps
        Tensile Strength (7 day) 3,800 psi
        Elongation (7 day) 49 %
        Shore D Hardness (7 day) 74 
MORTAR
       Compressive Strength (1 day) 5,764 psi
       Bond Shear Strength (7 day) 4,025 psi
       Abrasion Resistance (7 day) 1.314 g

TYPICAL DATA


