
Coatings Selection Guide 
Vulkem® Coatings Solutions
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Products

Primer Tremco® Epoxy Primer 1        
TREMprime® Multi-    
Surface Urethane Primer

1         
TREMprime® VB 2         
Vulkem® Primer #171 1        
Vulkem® 191 Primer 1         
Tremco® PUMA Primer* 2           

Base Coat Vulkem® 350 1         
Vulkem® 350NF 1         
Vulkem® 360NF 2        
Tremco® PUMA BC* 2           
Tremco® PUMA BC LM* 2           

Intermediate 
Coat

Vulkem® 346 1  
Vulkem® 950NF 2   
Tremco® PUMA WC* 2     

Top Coat Vulkem® 346 1  
Vulkem® 351 1     
Vulkem® 351NF 2       
Vulkem® 950NF 2   
Vulkem® 951NF 2         
Tremco® PUMA TC* 2            

Specialty Vulkem® OC810 1      
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Tremco Commercial Sealants & Waterproofing
3735 Green Road, Beachwood, OH 44122  // Phone: 216.292.5000 // 800.321.7906 • 220 Wicksteed Avenue, Toronto, ON M4H 1G7 // Phone: 416.421.3300 // 800.363.3213 • 1451 Jacobson Avenue, Ashland, OH 44805 // Phone: 419.289.2050 // 800.321.6357

www.tremcosealants.com

NOTE: The Coatings Selection Guide is to be used as a general reference. Primer use will vary based on project requirements.  Please consult your local Tremco Sales or Technical Service Representative for regional recommendations based on your local building practices and warranty requirements.
Reference the current product data sheet on our website at www.tremcosealants.com for more specific product information.

These products are components of Vulkem EWS and should only be used in conjunction with each other, except when used for tying into Vulkem urethane coatings. For specific tie-in recommendations and instructions, please contact your local Tremco Sales or Technical Service Representative.

5/8” Exterior-grade plywood, A-side up and well-fastened.
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