
IN
C

.

SUBMITTAL SHEET
Product(s): Trim-Tex Archway Fast Cap
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Approvals (Signatures or Stamps)

Description: Trim-Tex Archway Fast Cap is designed to finish
archways, eliminating drywall, plywood or foam, and two corner
beads .

Advantages: Available in a convenient 18' length to allow you to
finish an arched doorway in one piece. Flexes easily to most free
form curves & arches as small as 15" minimum inside or 28"
minimum outside radius. Made from rust proof, dent resistant PVC
to reduce jobsite and handling damage.  Does not contain
cellulose, a potential food source for mold

Limitations: Product is designed for interior use.

Applicable Standards:Rigid PVC products made by Trim-Tex
meet ASTM specifications D3678-97, D1784-03, C1047-99 and
achieve a Class A rating for flame spread and smoke developed
when tested under ASTM E84-10.

Surface Characteristics: Trim-Tex products are made from PVC.
PVC does not support combustion and is self extinguishing when
the source of flame or heat is removed.

Installation: First dry fit and cut your piece to length. Liberally
apply 2 beads of drywall stud adhesive or equivalent to the studs
you will lay the Fast Cap over. Use a 2 X 4 or a level to press the
bead along the straight section of the door. Once the bead is lined
up straight and plumb, staple along the mud leg. Repeat on the
other side of the wall and then on the other side of the opening.
Finally, staple the arched portion into place. Your Fast Cap arched
doorway is ready for compound. Detailed installations instructions
are included with each product or at www.trim-tex.com.

Finishing: To improve the bondability of drywall compounds, use
MUD-MAX Drywall Compound Additive. Priming is not required.
Always use a high quality paint.

Accessories: 847 Spray Adhesive, Staple Guns and Divergent
Staples, Trim-Tex Sanding Blocks & Abrasive Products, Mud-Max
Drywall Compound Additive, North by Honeywell -Safety Products
distributed by Trim-Tex
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