
......................................................PRODUCT SUBMITTAL
Wood Screw (Metal To Wood)

WIRE-BOND

WIRE-BOND

FEATURES
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Steel Gauge
PULLOUT VALUES IN STEEL (average lbs. ultimate)
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Embedment in 2'' x 4''
PULLOUT VALUES IN WOOD (average lbs. ultimate)

Gauge 
No.
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.048'' 
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.015'' 
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SHEET STEEL 
GAUGES

• Non-walking sharp gimlet point for fast material 
engagement.

• Double lead thread for fast panel pick-up. 

• EPDM bonded washer prevents leaks. 
• Vulcanized bonding of washer eliminates 

separation of EPDM from the metal backing.

• High hat HWH for driving stability.

• Climaseal® finish provides excellent corrosion 
resistance and lower tapping torque.

Thread Form.........................9-15 double lead
Head Style.............................1/4” HWH, 5/16” HWH 
Washer Style........................Galvanized (G-90)
Drill Point..............................Gimlet
 

 SIZES / FINISHES   

SCREW:

              #9 x 1 ½” with washer Climeaseal Finish 

              #9 x 2”     with washer Climeaseal Finish 

              #9 x 2”     with washer Polymer Coated 

              #9 x 1 ½” with washer Polymer Coated 
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